CORE SHOCK PAD
Our new 18mm & 25mm rubber shock pad is the perfect underlay for
your artificial grass to provide a luxurious soft cushioned feel
underfoot. It can also be layered to provide protection in impact areas
where critical fall height is a concern.
CORE shock pad consists of thermal bonded (closed-celled)
crosslinked Polyethylene foam (PEX). This foam originates from
production residues and contains no contaminants. It is fully tested
based on microbiological resistance (according EN12225) resistance
to: weathering (according EN 12224), oxidation (according EN-ISO
13438), acids & bases (according EN 14030). The predicted durability of
PEX is a minimum 100 years (according ISO/TR 13434).

The Impact Area is the area which can be hit by the falling
user. This area should be free of obstacles and covered
with impact-absorbent safety surfacing, sufficient for the
given critical fall height.

Critical Fall Height

Impact Area

Under 0.6m

1m surrounding equipment

0.6m - 1.5m

1.5m surrounding equipment

1.5m - 3.0m

2/3 of fall height + 50cm

900 mm

940 mm

2250 mm
2290 mm

2.2 m

According to the European Standard EN 1177 safety
flooring should be installed around all play
equipment with a critical fall height that
2.2 m
exceeds 0.6m.

2.0 m
2.0 m
1.7 m

Our shock pad panels fit together like a jigsaw, the panels
should be installed in a brick bond format with the rubber
side face down. This installation method will increase
stability by creating a continuous matrix beneath your
artificial grass.

It's important that you ensure the
surfacing below each item of
equipment
is
correctly
specified for the critical
fall height properties.

The CORE shock pad is permeable which will prevent any
build up of surface water. All surface water will infiltrate
through the artificial turf & shock pad and make its way
back into the ground.

1.3 m
0.9 m

CORE Lawn
Artificial Grass

1 x 25mm
2 x 25mm

1 x 18mm
1 x 25mm

Grano Dust Subbase

2 x 18mm

1 x 18mm

1 x 18mm
CORE Shock Pad

Sub base
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