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Due to it being manufactured from HDPE, it allows the 
system to remain extremely strong but also ensures high 
elasticity, even in colder temperatures. The connection 
system allow the plates to shrink and expand within their 
own dimensions, both during installation in cold and 
warm temperatures. The grid also enables for the 
optimal load distribution, which o�ers the perfect ratio 
between contact surfaces at the top and bottom of the 
tile - which is as close to the perfect guarantee for a 
smooth arti�cial lawn without any bumps. 

The CORE DRAINBASE is an innovative water bu�ering 
tile system that enables perfect water-permeable paving 
with arti�cial grass.  It consists of an inverted 
checkerboard pattern guaranteeing a good load 
distribution as well as a stable contact surface for the 
arti�cial grass. The top consists of a non-skid layer which 
makes it very di�cult for the arti�cial grass to move. The 
tile is divided into 9 �exible zones to maintain maximum 
contact with the subbase in all circumstances.

 

Material 100% Recycled HDPE

Accessories Fixing caps & screws
Drainbase borders

 Cell Dimensions 600 x 600 x 30mm 

Cell Weight 917g Unit (2.55kg per m 2)

UV Stability OK

TECHNICAL SPECIFICATION

Water Buffering Capacity 30 Litres / m2 

Tiles per m2 2.8

CORE DRAINBASE is actively innovative in the �eld of 
applications available with arti�cial grass. It combines 
the best properties of arti�cial turf, alongside the 
possibility of bu�ering and in�ltrating rainwater. It 
catches the rainwater and bu�ers it underneath the tile, 
which then allows the water to feed into the subsoil - 
increasing the durability and life span of your arti�cial 
grass. 

With our plastic �xing point inserts, you can securely �x down 
the arti�cial grass where required. 


